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INSTALLATION INSTRUCTIONS: 
(Installation Time: 30 min.)

TOOLS REQUIRED: Philips Screwdriver, 3/8” Wrench

FOR SAFETY: Before installing kit, dis-
connect positive (+) battery cable from
batteries.

  P/N. Description Qty.
630143 Hour Meter 1
603081 Asm., Wire #18x12” Red 1
604960 Asm., Wire #18x9” Blk w/ Piggyback Terminal 1
603080 Asm, Wire #18x8” Blk wl Terminal Ring 1
604643 Asm., Wire #18x9” Black 1

KIT CONTENTS

Locate factory
installed black wire
#9 with open termi-
nal (wired tied to
main harness), and
connect black wire
#604643 from kit.

Wiring for Speed Gleam PLUS
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Disconnect Blue wire
#36 from Roll Switch,
connect Red wire from
kit and reconnect #36
Blue to Piggy back.

Remove Control
Console Panel,
(4) screws. Do
not disconnect
any wiring.

Roll Switch

Remove Rubber
Plug and install
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NOTE: Wire Assemblies
(#604960, #604643) are not
used on the Plus model.
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Wiring for Speed Gleam (push model)
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Disconnect Blue wire
#36 from Roll Switch,
connect Red wire from
kit and reconnect #36
Blue to Piggy back.
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#603081

#604643

NOTE: Wire Assemblies
(#604960, #604680) are not
used on the Push model.
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